
CONTROL PANEL for E-LIFE AIR

1. Power Button
2. Plus Button
3. Minus Button
4. MPH/KM Speed indicator 
5. Assistance power output
6. Power Modes
7. Battery power level
8. Multi Information
9. Backlight indicator

Please Note:  This controller is pre-set in the factory.

Turning power on and changing the modes Parameter Setting

Onboard Computer operation

To turn on the power, depress the power 
button for 4 seconds

You will �rst need to switch the main battery on to power this Controller

A short press of the power button        will make the 
di�erent modes appear on the screen. It is in this rotation 
as shown below.
Your bike is set to MPH, but this can be set to KMH by 
following the guide on parameter setting using plus and 
minus buttons                to change values.
Please note: after 5 seconds of non use the display 
will return to normal riding mode and display the 
real time speed

There are nine modes and the default mode for start up is 1. 
Pressing the minus         after start up you will �nd there is a 
zero mode

To increase and decrease the power modes, press the plus 
or the minus buttons

Putting the bike into Walking Mode

Battery assistance indicator

Re-setting onboard computer
While in each mode, the value can be reset to zero.  Once 
you have selected a mode you can then hold down the 
plus and minus buttons together. 
This will reset the value to zero.
Please note that once the values have been reset the 
previous data will be lost and the values will go back to zero.

Engaging walking mode will make the bike go to 
5 mph (6kmh) automatically. This used to assist in 
walking the bike or pulling away from tra�c lights. 
It can be accessed by holding down the minus 
button        for 3 seconds
Please note that the bike will accelerate fast to 5 mph 
and it is advisable that the �rst time you try this you 
are in a safe environment. 
To disengage the mode release the button
Please Note:  The power mode shows ‘P’

Backlight for Night Riding
A short press of the plus button       will turn the back light 
on the display. This is advisable for night riding. Another 
short press with switch the light o�.  A symbol will show  
on the top right of your controller display.

It is possible to reset the initial parameters of the bike. 
You can access this mode by double pressing the power 
button         (intervals less than 0.3 seconds). Once you are 
on a parameter you want to change the value of, you simply 
press the plus or minus button                to change. 
By pressing the power again it moves to the next value. 
To get out of the mode double press the power 
button again

Please note that the settings are already made for the UK 
and it is not advisable to change any settings except the 
KMH/ MPH, for traveling in di�erent countries

In each mode you can a�ect the level of assistance
the battery provides. 
For example the more e�ort placed into pedalling 
the less the battery needs to assist you. 
This will be indicated by the High, Medium and 
Low levels of power bar indicator.
E�ectively, lower levels of power usage are
re�ected in the increased distance you are able
to travel under power assistance on a single charge.   
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